
KxS Technologies Oy

46-04 (Refractometers and Energy-Absorbing Optical Sensors)

CIP Models: Model series DCM and SFC with Model numbers: DCM-20-SR-aaa[a]-bbb[b]-cc-UC-[dd]. 
Where aaa is H15, H20, H25, H40, V31, V50, V68 or T10, aaaa is IG10, bbb is L17, L14, L07, L00, 
bbbb is P000…P120, cc is SS or HC and dd is EP (optional). IG10 Models supplied with dedicated weld 
in adaptor SP-10952. SFC-H15-eee-H-ff-NC-gN-h.  Where eee is SAC, HPC or HPF, ff is 10, 15, 20, 
25, 30 or 40, g is W, S or B and h is E or V.
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The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


